
MISSISSIPPI DEPARTMENT OF TRANSPORTATION 
 
SPECIAL PROVISION NO. 907-413-5 CODE: (IS) 
 
DATE: 05/01/2013 
 
SUBJECT: Sawing and Sealing Transverse Joints in Asphalt Pavement 
 
Section 413, Cleaning and Sealing Joints and Cracks, of the 2004 Edition of the Mississippi 
Standard Specifications for Road and Bridge Construction is hereby amended as follows. 
 
907-413.02--Materials.  Delete the second and third sentence of the second paragraph of 
Subsection 413.02 on page 294. 
 
907-413.03--Construction Requirements. 
 
907-413.03.3-- Sawing and Sealing Transverse Joints in Asphalt Pavement. 
 
907-413.03.3.1--General.  Delete the first paragraph of Subsection 413.03.3.1 on page 296 and 
substitute the following. 
 
The Contractor’s operation shall be conducted so that sawcutting of transverse joints, cleaning, 
and sealing is a continuous operation.  The entire sawing and sealing operation shall be 
completed within seven (7) days after the placement of the final wearing course, unless the 
approved traffic control plan or sequence of operations provide otherwise.  Traffic shall not be 
allowed on sawed unsealed joints in the final wearing course. 
 
When intermediate lifts must be exposed to traffic for over seven (7) days, the Contractor shall 
be required to make an interim 1/8-inch wide saw cut which is one third (1/3) as deep as the 
asphalt layer.  This interim saw cut does not require sealing.  Costs of any interim cut(s) shall be 
included in the pay item for sawing and sealing transverse joints in asphalt pavement. 
 
The detail for sawing and sealing transverse joints in asphalt pavement shall be as shown below.  
No sawing and sealing of transverse joints will be required in Open Graded Friction Courses 
(OGFC).  However, the lift under the OGFC will require sawing and sealing. 
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907-413.03.3.4--Sealing.  Delete the second paragraph of Subsection 413.03.3.4 on page 297. 
 
907-413.04--Method of Measurement.  Delete the second sentence of the third paragraph of 
Subsection 413.04 on page 297, and substitute the following. 
 
Sawing and joint sealant material will not be paid for as separate items but will be included in the 
unit price per linear foot for sawing and sealing transverse joints in asphalt pavement. 
 
907-413.05--Basis of Payment.  Delete “Bond Breaker Tape and” from the first sentence of the 
third paragraph of Subsection 413.05 on page 298. 
 
Add the “907” prefix to pay item no. 413-E on page 298. 
 

Existing Concrete Pavement
Existing Joint

3/8" Min.

Saw Cut Req'd.

Fill to 1/16" to 1/8" Hot Poured Elastic
Sealant Req'd.Variable Depth Asphalt

Overlay Required

DETAIL OF SAWING AND SEALING TRANSVERSE JOINTS

1" Min.


